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Abstract
The heat removal characteristics of water under supercritical and compressed fluid conditions are of direct relevance to 
the thermal-hydraulic optimization of nuclear reactor rod bundles. In this study, numerical simulations of upward water 
flow through a heated 2×2 rod bundle were performed using STAR-CCM+ at pressures of 23 MPa and 25 MPa, with 
systematically varied heat and mass fluxes. The SST k-ω (Menter) and realizable k-ε turbulence models were applied 
with All y+ wall treatment and validated against the experimental data of H.Y. Gu et al. The SST k-ω model demon-
strated superior near-wall prediction accuracy, establishing its suitability for supercritical flow simulations, while both 
models performed comparably in resolving bulk flow temperature. At constant heat flux (300 kW/m2), the heat transfer 
coefficient increased with both mass flux and pressure. At constant mass flux (228 kg/m2s), it decreased with increas-
ing heat flux but increased with increasing pressure, confirming the combined governing role of the heat-to-mass flux 
ratio and an independent pressure effect attributable to pseudo-critical temperature shifting. Contrary to conventional 
expectations, elevated turbulent kinetic energy under supercritical conditions did not correspond to enhanced heat 
transfer. Superior heat transfer performance was instead associated with lower turbulence levels under compressed fluid 
conditions, a behavior attributed to the severe degradation of thermal conductivity, specific heat, and density near the 
pseudo-critical temperature, which suppresses turbulent transport effectiveness. TKE variations were more pronounced 
at 25 MPa than at 23 MPa with increasing mass flux, and overall TKE behavior was governed by a complex interaction 
of pressure, heat flux, mass flux, and axial position.

Keywords
Supercritical water, Rod bundle, SST k-ω model, Turbulent kinetic energy, Heat transfer coefficient, Pseudo-critical 
temperature

Introduction

According to Pioro and Duffey (2007), the most widely 
used supercritical fluids are water, carbon dioxide, heli-
um and refrigerants. Supercritical Water-Cooled Reactors 
(SCWRs) are among the most promising Generation IV 

nuclear reactor designs due to their potential for high 
thermal efficiency and simplified system configurations. 
At supercritical pressures there is no liquid-vapour phase 
transition. Therefore, there is no such phenomenon as 
Critical Heat Flux (CHF) or dryout as specified in Pioro 
and Mokry (2011). Only within a certain range of param-
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eters a deteriorated heat transfer may occur. One of the 
critical challenges hindering the development of SCWRs 
is the limited understanding of heat transfer behavior 
within multi-rod bundle configurations, especially under 
supercritical conditions. Rapid variations in density, vis-
cosity, specific heat and thermal conductivity induce com-
plex heat transfer phenomena and flow oscillations that 
significantly affect coolant behavior and reactor thermal 
performance. SCWRs operate at pressures and tempera-
tures above the thermodynamic critical point of water, 
approximately 22.1 MPa and 374 °C, where distinct liq-
uid and vapor phases no longer exist. Table 1 shows the 
corresponding pseudocritical temperatures for pressures 
within the range of 23 MPa to 35 MPa.

Fig. 1 shows the Temperature-Pressure phase diagram 
of the critical point and the various forms of existence of 
the heated liquid based on their respective conditions.

Normal convection, enhanced heat transfer, and heat 
transfer deterioration (HTD) are heat transfer regimes as-
sociated with the application of SCWR. These regimes as 
observed by Wang et al. (2018); Pizzarelli (2018) are pri-
marily informed by flow parameters such as mass flux and 
heat flux and also the thermophysical property variations. 
Heat transfer by supercritical water is dominated by con-
vection mechanisms. Under conditions of high Reynolds 
numbers and favorable thermophysical gradients, forced 
convection becomes the dominant regime. Mixed convec-
tion and buoyancy-induced effects often become influen-
tial under significant variations in fluid properties near the 
pseudo-critical point, especially in density and specific 
heat. The resultant effect is local non-uniformity in tem-
perature and velocity fields, causing either enhancement 
or deterioration of heat transfer depending on the specific 
balance of driving parameters as observed by Van Nieu-
wenhuyse et al. (2023). The design of SCWR core com-
ponents rely on the understanding of these mechanisms 
especially in rod bundles where tight gaps and high heat 
loads make thermal control both challenging and vital.

Several studies were carried out towards advancing 
knowledge in heat transfer of fluids at supercritical pres-
sures. Maloufi et al. (2017) experimented heat transfer in 
seven rod bundle with supercritical flow of water. Zhao 
et al. (2014) observed the strong influence of grid spacer 
on heat transfer and wall temperature distribution. Among 
rod bundle configurations, the 2×2 rod bundle emerged 
as a practical benchmark due to its simplified geometry, 
ease of instrumentation, and computational tractability, 
while still retaining key thermal-hydraulic complexities. 
The 2×2 geometry offers an optimal balance for experi-
mental diagnostics, high-resolution CFD modeling, and 
turbulence closure model validation. Most of these ex-
perimental determinations revealed that heat transfer is 
strongly dependent on mass flux, axial heat flux profiles, 
and structural interventions to enhance flow distribution. 
Heat Transfer Deterioration is typically observed when 
the coolant temperature approaches the pseudo-critical 
temperature of water (~374–500 °C at supercritical pres-
sures), where its specific heat, thermal conductivity, and 
viscosity exhibit steep gradients. Computational mod-
eling and experimental validation of these heat transfer 
regimes help to improve predictive accuracy and inform 
the development of robust safety margins for advanced 
nuclear systems.

Turbulence modeling

The accurate prediction of supercritical water behavior 
especially heat transfer requires not just high mesh fi-
delity but also sophisticated turbulence modeling that 
captures the evolving and often anisotropic nature of tur-
bulent structures under pseudo-critical conditions. Tra-
ditional turbulence and heat-transfer models, calibrated 
on uniform or simple geometries, tend to underpredict 
heat transfer in rod bundles. According to Rowinski et 

Table 1. Values of Pseudocritical Temperatures and Corre-
sponding Peak Values of Specific Heat (Pioro and Mokry 2011).

Pressure 
MPa

Pseudocritical Temperature 
°C

Peak Value of Specific 
Heat kJ/kgK

23 377.5 284.3
24 381.2 121.9
25 384.9 76.4
26 388.5 55.7
27 392 43.9
28 395.4 36.3
29 398.7 30.9
30 401.9 27
31 405 24.1
32 408.1 21.7
33 411 19.9
34 413.9 18.4
35 416.7 17.2

Figure 1. Temperature – Pressure Phase Diagram showing tran-
sition between sub-critical and supercritical regions (Pioro and 
Mokry 2011).
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al. (2017) non-uniform heating or buoyancy effects are 
strong conditions that become especially severe near the 
pseudo-critical point. As observed by Palko and Anglart 
(2008), empirical models fail to account for complex 
axial and radial property gradients, which dominate su-
percritical water behavior and influence the onset of heat 
transfer deterioration. They emphasized the need for ge-
ometry-sensitive modeling approaches and localized cor-
rection factors, especially in tight lattice configurations. 
SST k-ω models, which combine the robustness of k-ε 
in the bulk flow with the wall-resolving capacity of k-ω, 
have shown good performance in simulating near-wall 
heat transfer and capturing laminarization effects near de-
teriorated zones. Podila and Rao (2016) found the SST 
model reliable for low Reynolds number flows in heat-
ed bundles, especially near pseudo-critical conditions 
where viscosity increases sharply. Reynolds Stress Mod-
els (RSMs) which are associated with significantly higher 
computational costs and require fine-tuned wall functions 
have been used to resolve three-dimensional turbulence 
anisotropy and capture core flow structures more effec-
tively than eddy-viscosity models. Hybrid turbulence 
models, such as those developed by Zhang et al. (2024) 
combine the SST and RSM approaches to retain near-wall 
accuracy while resolving large-scale turbulent structures 
in bundle cores. Their application to wire-wrapped 2×2 
bundles resulted in improved predictions of both wall 
temperature distributions and onset of heat transfer dete-
rioration thresholds. Despite advances in turbulence mod-
eling, heat transfer remains challenging to predict due to 
its sensitivity to temperature-dependent properties, flow 
acceleration, and thermal stratification. In et al. (2015) 
stressed the importance of using real-fluid property li-
braries with fine temperature steps to capture the sharp 
changes in specific heat, density, and viscosity near the 
pseudo-critical point.

The choice of an appropriate turbulence model is cru-
cial when modeling flow of supercritical water in rod bun-
dles due to the presence of sharp property gradients and 
flow instabilities near the pseudo-critical point. Zou et al. 
(2025) concluded that Reynolds Stress Transport (RST) 
provided the most accurate prediction of heat transfer 
when the wall temperature crossed the pseudo-critical 
threshold. They conducted a comparative study using 
five turbulence models including SST k‑ω and Reynolds 
Stress Transport models. The SST k‑ω model, though 
more stable, underpredicted buoyancy and turbulent fluc-
tuations in near-wall regions under low mass flux condi-
tions. Xiong et al. (2015) also analyzed the performance 
of advanced turbulence models such as BSL-RSM and 
ω-RSM in a 2×2 rod bundle. Their study confirmed that 
models incorporating full Reynolds stress transport better 
captured the wall heat transfer behavior in regions expe-
riencing flow acceleration and pseudo-critical gradients. 
Similarly, Han and Zhang (2023) emphasized the need for 
incorporating buoyancy models to accurately resolve wall 
temperature and turbulence fields in Canadian SCWR 
geometries. In a related study, Tripathi and Basu (2020) 

observed that enhanced near-wall turbulence helped de-
lay the onset of heat transfer deterioration, reinforcing the 
role of turbulence modeling in mitigating flow-induced 
instability. Silas (2018), using STAR‑CCM+ in a square 
rod bundle simulation, found that low-Reynolds SST k‑ω 
model with detailed near-wall treatment yielded the best 
compromise between convergence and physical accura-
cy, particularly for simulations near the pseudo-critical 
region. In the present study, numerical simulation of heat 
transfer for flow of supercritical water in a 2×2 rod bundle 
was conducted to determine the extent of reproducibility 
of the experimental data obtained at the SWAMUP-II test 
facility at Shanghai Jiao Tong University and to also char-
acterize thermal hydraulics parameters.

Methodology

Numerical simulation of flow of water through a 2×2 rod 
bundle geometry was conducted in the present study. The 
domain was designed to replicate and validate experimen-
tal findings reported by Gu et al. (2015). The experiment 
was conducted at Shanghai Jiao Tong University using 
the SWAMUP-II test facility, which provided benchmark 
data for rod bundle heat transfer under supercritical con-
ditions. The study is aimed at assessing the extent of flow 
mixing, heat transfer as well as the effect of pressure un-
der compressed and supercritical flow conditions. Com-
putational fluid dynamics (CFD) modeling approach was 
adopted using appropriate meshing, flow and turbulence 
models and validation protocols that are well aligned with 
accuracy of results and relevance to reactor-scale ther-
mal-hydraulic applications.

Experimental

The basis for the present research activity was the exper-
imental study of flow of supercritical water through a 2 × 
2 rod bundle test section with two channels, carried out 
at the Shanghai Jiao Tong University by Gu et al. (2015). 
The bundle consisted of four heated rods with an Outer 
Diameter (OD) of 10 mm and a pitch-to-diameter ratio of 
1.18 and a heated length of 833 mm. The 2×2 rod bundle 
was inserted into a square assembly box (25.4 mm inner 
width, 2 mm wall thickness) with rounded corners. The 
test section was separated into two channels. A downward 
flow of water was enabled in the first channel between 
the pressure tube and the assembly box which then turns 
upward in the second channel inside the assembly box to 
cool the four heated rods, which are directly heated by the 
supply of a DC Power. The SWAMUP-II test facility at 
Shanghai Jiao Tong University is shown in Fig. 2.

The SWAMUP-II test facility consists of a main loop, 
a cooling loop, a purification loop, and an I&C sys-
tem. The main loop has a plunger pump, a pre-heater, a 
re-heater, a mixing chamber, a heat exchanger and the test 
section. This loop is designed for pressure of up to 35 
MPa, temperature of up to 550 °C, and mass flow rate 
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of up to 2.8 kg/s. Every rod has four thermocouples. The 
inlet and outlet fluid temperatures are measured by the 
sheathed thermocouples positioned at the inlet and outlet 
of the test section, respectively. Fluid temperature at the 
inlet of the second channel is measured by the sheathed 
thermocouple in the mixing chamber at the bottom of the 
test section. Table 2 shows the parameters of the experi-
mental test section and Table 3 presents the experimental 
parametric range with inlet temperature varying (200 °C 
to 420 °C) such that the outlet temperature range (350 °C 
to 500 °C) covers the pseudocritical values where unusual 
thermal hydraulic behavior is expected.

Pressure, mass flow rate and power to the heater rods were 
kept constant for each experimental case. The fluid tempera-
ture at the inlet of the test section was increased gradually 
by controlling the heating power of the pre-heater. After the 

steady state condition was reached, pressure at the inlet, mass 
flow rate, power to the heated rods, fluid temperature and 
inner wall temperature data were recorded at each step. The 
test ended when the wall temperature at any location exceeds 
580 °C or when the inlet temperature is higher than 420 °C. 
The pressure in the test loop was controlled by the pressure 
regulator valve at the outlet of the loop once the piston pump 
is operating. The mass flow rate was adjusted by the control 
valves in the bypass loop. The power to the heating rods was 
increased step by step to the expected value.

Numerical simulation

STARCCM+ was employed to model and discretize the 
portion of the experimental test session relevant to the 
present study. Implicit unsteady model for the computa-
tion of unsteady flows was employed to account for time 
dependent flow and thermal fluctuations that are expected 
under the conditions specified. Reynolds-Averaged Navi-
er-Stokes (RANS) equations which describe the conser-
vation of mass, momentum, and energy for Newtonian 
fluids adopted in the solution scheme of STARCCM+ 
were used. For the flow solution, the 3-dimensional mo-
mentum conservation equation were solved together with 
the continuity and energy equations expressed by Han and 
Zhang (2023) as follows:

Figure 2. Schematic of the Test Session and the SWAMUP-II test facility (Gu et al. 2015).

Table 2. Experimental test section parameters.

Parameters Values
Heater Rod Outer Diameter (mm) 10
Wall Thickness of Rod (mm) 2
Rod Pitch (mm) 11.8
Heating Length of Rod (mm) 833
Inner width of Assembly Box (mm) 25.4
Wall Thickness of Assembly Box (mm) 2
Radius of Round Corner in Assembly Box (mm) 6.8
Length of Assembly Box (mm) 820
Inner Diameter of Pressure Vessel (mm) 38
Hydraulic Diameter of the First Channel (mm) 6.06
Hydraulic Diameter of the Second Channel (mm) 5.4
Material of Rods SS304
Material of Assembly Box SS304

Table 3. Experimental parametric range.

Parameter Values Units
Pressure 23, 25, 26 MPa
Mass Flux 400–1200 kg/m2s
Heat Flux 300–1000 kW/m2

Inlet Temperature 200–420 °C
Outlet Temperature 350–500 °C
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Continuity equation

ρ 	 (Eq. 1)

Momentum conservation equation

ρ μ ρ ρ 	 (Eq. 2)

Energy conservation equation

ρ λ
μ

ϕ	 (Eq. 3)

where, u is velocity, ρ is density, μ is viscosity, Cp flu-
id heat capacity at constant pressure,T is temperature, 
λ is molecular thermal conductivity and Prt is turbulent 
Prandtl number.

Flow domain design and discretization
Fig. 3 shows the cross-sectional view and dimensions of 
the test session which was modeled using CAD embed-
ded in STARCCM+ as shown in Fig. 4.

The domain in Fig. 4 was then discretized using a mesh 
pipeline consisting of surface, polyhedral, prism layer and 
extruder meshers. A base mesh was first developed and 
then refined twice into coarse and fine mesh sizes. Table 4 
presents parameters of the three meshes developed.

Figs 5, 6 show the numerical geometry mesh scenes 
and the mesh distribution for the base, coarse and fine 
meshes respectively highlighting the general grid refine-
ment in the flow channel and local refinements near the 
rod walls and boundaries where steep gradients in veloci-
ty and temperature are expected.

Flow modeling
Table 5 presents the physics continuum employed for 
the numerical solution of the governing equations for the 
flow of supercritical water through the experimental test 
section consisting of a 2 × 2 rod bundle geometry used in 
the experimental work of (Gu et al. 2015).

The physical phenomenon simulated is considered 
unsteady with physical instabilities and hence an implic-
it unsteady model that provides solvers that control the 
unsteady time stepping throughout the simulation over a 
3-dimensional discretized polyhedral mesh domain was 
applied. The working fluid, liquid water under supercritical 
condition was simulated in the continuum and was respon-
sible for the various thermodynamic, transport and phys-
ical processes modeled. The polynomial density equation 

of state model was employed to compute the continuum 
density and density derivatives with respect to temperature 
and pressure. The segregated fluid temperature model was 

Figure 3. Cross-sectional view and dimensions of Test Session 
(Gu et al. 2015).

Figure 4. Model of Test Section generated in STARCCM+.

Table 4. Mesh parameters.

Parameters Coarse Mesh Base Mesh Fine Mesh
Mesh Size (mm) 0.8 0.9 0.75
Number of Volume Cells 3,460,956 2,760,915 3,930,040
Number of Prism Layers 10 10 10

Figure 5. Mesh scene of numerical geometry.

Figure 6. Base, coarse and fine volume mesh distribution.
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applied for energy modeling. The segregated flow model 
was used to balance accuracy with computational resource 
constraints. The model solved the flow equations, one for 
each component of velocity and one for pressure in an un-
coupled manner. A predictor-corrector approach links the 
momentum and continuity equations. The default under 
relaxation factors and algebraic multigrid parameters were 
used for a second order upwind convection scheme to en-
hance stability and accuracy. Table 6 presents the proper-
ties of the material simulated in the continuum.

Plots of the continuum properties at a pressure of 25 
MPa employed in the present work are presented as poly-
nomial functions in relation to temperature. These are 
shown in Figs 7, 8 taken from the work of Gutierrez Ortiz 
et al. (2022). The plots highlight the strong thermophys-
ical variations that occur near the pseudo-critical point, 
particularly the specific heat spike and the rapid chang-

es in density, viscosity, and thermal conductivity, all of 
which significantly influence heat transfer performance in 
supercritical regimes.

Turbulence modeling
The Shear Stress Transport (SST) k-ω model with an All 
y+ wall treatment and the Realizable k-ε two-layer mod-
el with a two layer all y+ treatment were employed in 
the numerical solution. These are widely applied in flow 
and heat transfer simulations due to their ability to resolve 
near-wall effects and capture buoyancy-influenced turbu-
lence and provide balance between computational effi-
ciency and accuracy. The SST (Menter) k-ω turbulence 
model was adopted in the present analysis due to its sheer 
stress transport (SST) formulation that combines k-ω and 
k-ԑ formulations. The k-ω turbulence model is the model 
of choice in the sub-layer of the boundary layer. Unlike 
any other two-equation model, the k-ω model does not 
involve damping function and is superior to other models, 
especially with regards to numerical stability. Moreover, 
its SST formulation incorporates a shear stress limiter that 
enhances predictions of separation under adverse pressure 
gradients, a common feature in rod bundle flows with 
strong property gradients near the pseudo-critical point. It 
is as accurate as other models in predicting the mean flow 
profiles. The modeled kinetic energy by Wilcox and the 
k-ω model as expressed in Wilcox (2006) are giving as,

ρ ρ τ β ρ ω μ
μ
σ

	 (Eq.4)

ρ
ω

ρ
ω

μ
μ
σ

ω
α

ω
τ β ρω 	 (Eq.5)

The dissipation rate per unit turbulent kinetic energy 
and the eddy viscosity are modeled as, ω

ε  and μ
ρ
ω

respectively. The closure coefficients are defined as, α = 
5/9, β" = 3/40, β' = 9/100, σω = 1/2, σκ = 1/2.

In the energy conservation equation (Eq. 3), the mo-
mentum eddy diffusivity and the heat transfer eddy diffu-
sivity can be rearranged as follows,

λ
μ λ λ

μ
μ μ 	 (Eq.6)

where μt is turbulent viscosity, h is enthalpy, α = 1/Pr rep-
resents heat transfer through molecular conduction and 
α

μ μ  represents heat transfer by virtue of turbulent mix-
ing as presented in Han and Zhang (2022). Equation 6 (Eq. 
6) shows that, the value of the turbulent Prandtl number () 
influences the heat transfer through turbulent mixing. In 
the present study, the default turbulent prandl number of 
0.9 was employed. The default under-relaxation factors 
for the turbulence solver that controls the solution of the 
k-ω and k-ԑ models and the turbulent viscosity solver that 
controls the update of turbulence viscosity were used to 
stabilize the flow solution and achieve convergence.

Simulation and convergence

Inlet, outlet and wall surface boundary conditions were 
set by applying the respective flow and wall parameters 
consistent with the conditions reported in the experimen-
tal work by Gu et al. (2015). Table 7 present the parame-
ters, and their values set at the boundaries.

Solutions of the governing equations were monitored 
for convergence using the normalized residuals of the 
governing equations which track the iterative reduction 
of errors in the solution of the continuity, momentum, 
energy, and turbulence equations, and the evolution of 

Table 5. Physics models.

Physics Models
Model Model Specification

Space Model 3- Dimensional 
Time Model Implicit Unsteady
Material Model Liquid (H20)
Equation of State Model Polynomial Density
Flow Model Segregated Flow
Energy Model Segregated Fluid Temperature
Viscous Regime Model Turbulent
Turbulence Model SST(Menter) K-Omega

Table 6. Properties of the continuum.

Physics Models
Properties Values/Function

Standard State Temperature 298.15 K
Density Polynomial Function in T
Dynamic Viscosity Polynomial Function in T
Specific Heat Polynomial Function in T
Thermal Conductivity Polynomial Function in T
Turbulence Prandtl Number 0.9
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the continuum outlet temperature. Together, these met-
rics provided a reliable measure of both numerical sta-
bility and physical consistency of the results obtained. 
Convergence of the equations of flow at a mass flux of 
228 kg/m2s and associated heat fluxes of 300 kW/m2, 
450 kW/m2 and 363 kW/m2 respectively are as presented 
in Figs 9, 10.

The residuals in Fig. 9 exhibited steady convergence 
trends, reducing by at least three orders of magnitude 
which is generally considered acceptable by Menter 
(1994); Versteeg and Malalasekera (2007) in high-fi-
delity CFD analysis for thermal-hydraulic applications. 
The stabilization of the mean outlet flow temperature 
complemented the convergence observed in the residual 
monitors. Postprocessing of results were made possible 
using contour plots, monitor plots and XY plots. Data 
for the XY plots were obtained over line probes and 
constrained planes positioned along the length of the 
flow domain to record flow and thermal parameters. 
Fig. 11 shows the positioning of line probes on the rod’s 

surfaces and constrained planes over the bulk cross-sec-
tion of the domain.

The circumference of each fuel rod has four (4) local-
ized line probes positioned in each gap and near the rod 
wall with resolution in 17 axial planes along the entire 
length of the fuel rod. The entire domain therefore has 16 
localized probes for each of the 17 near wall axial planes. 
Average near wall parameters were obtained by averaging 
parametric values over the 16 probes for each axial plane, 
whiles average bulk parametric values were obtained over 
the constrained planes.

Determination of heat transfer coefficient

The heat transfer coefficient behavior was experimentally 
determined by Gu et al (2015) in the heated rods based on 
the cross-sectional average parameters in the channel. The 
local heat transfer coefficient α was defined as the ratio of 
the heat flux (q) in kW/m2 to the difference between the wall 
outer temperature Tw and the bulk fluid Tb and expressed as,

α 	 (Eq. 7)

The electrical heat flux supplied was obtained by di-
viding the power (P) by the heated area and given as,

π π
	 (Eq.8)

U and I are the electrical voltage and current respec-
tively.

In the present numerical analysis, the heat transfer 
from the fluid to the assembly box and also from the fuel 
rod to the fluid were determined using numerical simu-
lation data obtained. The rod to fluid heat transfer coeffi-
cient was determined as,

α 	 (Eq. 9)

where, q is the heat flux in kW/m2, TBF is the bulk fluid 
temperature in °C obtained over constrained planes po-
sitioned along the length of the flow domain and TRW is 
the fuel rod wall surface temperature in °C taken along 
the length of the domain. The fluid to assembly box aver-
age heat transfer coefficients were also determined in the 
present work using the expression,

Figure 7. Physical properties of water near the critical point at 
23MPa Gutierrez Ortiz et al. (2022).

Figures 8. Physical properties of water near the critical point at 
25MPa Gutierrez Ortiz et al. (2022).

Table 7. Boundary conditions and values.

Parameters Inlet Boundary Outlet Boundary Wall Boundary
Temperature (°C) 310 310 –
Pressure (MPa) – 23, 25 –
Mass Flux (kg/m2s) 228, 400, 800, 1200 – –
Fuel Rod Heat Flux (kW/m2) – – 300, 363, 450, 600
Shear Stress Specification – – No Slip
Wall Surface Specification – – Smooth Walls
Turbulent Intensity 0.01 0.01 –
Turbulent Viscosity Ratio 10 10 –
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α 	 (Eq. 10)

where, q is the heat flux in kW/m2, TBF is the bulk fluid 
temperature in °C and TRW is the tube (assembly box) wall 
surface averaged temperature in °C.

Results and discussion
Mesh sensitivity analysis

To select a working mesh that supports the available com-
putational resource and timely convergence, plots of wall 
and flow temperature profiles at a mass flux of 228 kg/
m2s were compared for the base, coarse and fine meshes 
developed and are presented in Figs 12, 13.

The wall temperature profiles in Fig. 12 were obtained 
over 16-line probes (4 per rod), each of which runs from the 
inlet to the outlet with 17 nodes and positioned on the wall 
surfaces of the 4 rods as shown in Fig. 11. The average tem-
perature value at each position for the 16 rods is plotted for 
the three (3) mesh sizes considered. While the data in Fig. 
12 shows some deviation in the wall temperature prediction 
for the mesh sizes, such deviations are totally not present 
for the bulk fluid temperature profile. The bulk flow param-
eters are surface averaged values obtained over constrained 
planes positioned in the bulk flow domain from inlet to out-
let whiles the wall temperature data are not surface averaged 
value but taken at specific points on the wall boundary. The 
observed deviations in the wall temperature graphs could 
be attributed to the averaging of point-specific values along 
the line probes instead of a surface average value obtained 
over the defined wall surface. Data obtained over the base 
mesh are much closer to those obtained over the fine mesh 

than the coarse mesh and the deviations of the wall sur-
face average parameters are observed to be negligible and 
therefore insensitive to the mesh refinement than seen in the 
point-specific averaging on the line probes. Jin et al. (2024) 
and Kukanov et al. (2024) confirmed that base meshes cap-
turing local wall temperature distributions within ±0.2% of 
fine-mesh results are sufficient for SCW simulations.

Hence the base mesh was chosen for use in the present 
work, more especially to meet the available computational 
resource and enhance timely computation and convergence.

Turbulence modeling

Researchers have performed many numerical studies using 
CFD simulations of flow and thermal field in the supercrit-
ical water channels. As observed by Han and Zhang (2022) 
most of the CFD studies applied the Reynolds-averaged 
Navier – Stokes approach. A comparison of the k-epsilon 
and k-Omega models prediction of the near wall and bulk 
flow temperatures to the experimentally determined data 
were made for the continuum flow at 400 kg/m2s and heat 
flux of 300 kW/m2. Fig. 14 shows the extent of predic-
tion of the experimental data by the k-ω and k-ε models 
and Fig. 15 presents a comparison of the experimental and 
simulation fuel rod surface temperature prediction.

As observed in Fig. 14 the deviation in the near wall 
temperature prediction by the k-epsilon turbulence mod-
el is much appreciably wider than that of the k-Omega 
prediction. Studies by Launder and Spalding (1974); Yak-
hot and Orszag (1986) established that k-ε performs re-
liably in core flows but tends to over-diffuse turbulence 
near walls. Menter’s k-ω SST correction addressed these 
weaknesses, improving accuracy in near-wall thermal 
layers consistent with the superior near-wall performance 
seen in Fig. 14. The closeness of the k-Omega prediction 

Figure 9. Monitoring convergence with residual monitors.
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at near wall therefore better represents the experimental 
observation. In the mean flow, it is observed that the k-ep-
silon models underpredict the experimental bulk tempera-
ture data much more than the curve of the k-Omega mod-
el. While at the near wall, the k-Omega turbulence model 
slightly under-predicts the experimental data, in the mean 
flow, the model almost fits the experimental data. The ex-
tent of k-Omega turbulence model prediction as observed 

in Fig. 14 was considered appreciable and hence, the 
k-Omega turbulence model was selected and employed 
in the present work. As observed in Fig. 15, the simula-
tion captures the near-inlet behavior reasonably well but 
fails to reproduce both the continued downstream tem-
perature rise and the pressure sensitivity observed in the 
experimental data. This points to a likely gap in the data 
acquisition methods adopted, particularly near supercrit-
ical pseudo-critical conditions. The observed rod surface 
temperature deviation from the experimental data will be 
consequentially propagated in the heat transfer coefficient 
determination by equation 6.

The physical or numerical origin of the peak observed 
in Fig. 14 especially in the k-ω model prediction could 
be attributed to certain possible limitations in the CFD 
analysis and could include non-uniform local mesh qual-
ity and or limited availability of high-resolution experi-
mental data for local wall temperature under supercritical 
conditions. This may be as a result of the practical dif-
ficulty of instrumenting high-pressure, high-temperature 
test loops. The observed peak could also be a classic sit-
uation for heat transfer deterioration where strong prop-
erty variations suppress near wall turbulent mixing and 
standard eddy viscosity RANS model with fixed turbulent 
Prandtl number as documented do struggle to predict. The 
RANS-based k-ω and k-ε closures rely on the Boussinesq 

Figure 10. Mean outlet flow temperature distribution at a mass 
flux of 228 kg/m2s.

Figure 11. Line probes and constrained planes for data collection.

Figure 12. Wall temperature profile on base, coarse and fine 
meshes.

 

 

 

 
 

 

 

 

 

 

 

 

 

 

310,0

360,0

410,0

460,0

510,0

560,0

610,0

0 0,1 0,2 0,3 0,4 0,5 0,6 0,7 0,8 0,9

Te
m

pe
ra

tu
re

 (0 C
) 

Axial Length (m)  

Wall Temperature Profile Prediction on Base, Coarse and Fine Meshes 

Base Mesh Coarse Mesh Fine Mesh

Figure 13. Bulk fluid temperature profile on base, coarse and 
fine meshes.
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Figure 14. Comparison of k-Omega and k-epsilon model pre-
diction of the near wall temperature to the experimentally de-
termined data.
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isotropic eddy-viscosity hypothesis, which is less accu-
rate under strong buoyancy forces and steep near-wall 
property gradients near the pseudo-critical point; thus, 
k-ω’s superior performance should be viewed as rela-
tive, not absolute, with LES/DNS offering more rigorous 
benchmarks beyond the scope of the present study. Sharp 
thermophysical property variations demand fine proper-
ty-table resolution, and coarseness may introduce local-
ized inaccuracies. In the prediction of supercritical flows, 
the RANS model may either overshoot (ie. k-ω) the tran-
sition of heat transfer deterioration, smear or even miss it 
completely without capturing it (ie. k-ε). This is mainly 
due to strong property variations which are sometimes 
compounded by buoyancy and flow acceleration effects.

The prediction discrepancies between SST k-ω and Re-
alizable k-ε trace directly to the fact that ω possesses an 
exact analytical wall boundary condition while ε requires 
empirical modeling, creating near-wall inaccuracy in k-ε 
even when the realizability constraint is satisfied. SST re-
solves the viscous sublayer directly using a mathemati-
cally exact wall boundary condition, while Realizable k-ε 
relies on empirical wall functions that are only valid away 
from the wall. This makes SST inherently more accurate 
for separation, reattachment, and skin friction predictions. 
In strongly non-equilibrium flows, SST k-ω dynamical-
ly reduces turbulent eddy viscosity through its Brad-
shaw-based limiter, physically bounding turbulent shear 
stress and preventing over-estimation of turbulent mixing, 
while Realizable k-ε keeps eddy viscosity elevated pro-
ducing excessive mixing. This systematically over-pre-
dicts the turbulent eddy viscosity by relying on mathemat-
ical consistency alone rather than the actual stress-carrying 
capacity of turbulence. However, this advantage reverses 
in buoyancy-dominated configurations. The Realizable 
k-ε directly couples buoyancy to its length-scale equa-
tion through the C3ε term, capturing stratification and 
natural convection more accurately, while SST’s absent 
ω-buoyancy term causes it to underestimate stratification 
effects and under-predict natural convection heat trans-
fer by 5–15%. For supercritical fluid applications in the 
context of the present research, wall-bounded and buoy-
ancy-driven turbulence mechanisms are simultaneously 
active, indicating that neither model is unconditionally 
superior. However, given the geometric complexity and 
critical importance of near-wall accuracy in supercritical 
flow simulations, SST k-ω with explicit buoyancy correc-
tion modifications represents the more physically justified 
modeling choice. This choice preserves SST’s superior 
near-wall resolution and stress-bounding capability while 
addressing its deficiency in buoyancy-scale coupling

Effect of pressure on wall and flow temperature 
predictions

Pioro and Duffey (2005) reported that the working fluid em-
ployed in supercritical water-cooled reactors, without going 
through the distinct phase of boiling, transitions from liquid 
water to saturated steam and becomes supercritical above the 

critical temperature of 374 °C as presented in Fig. 1. In the 
present work, STARCCM+ simulations were carried out at 
flow pressures of 23 MPa and 25 MPa, keeping continuum 
inlet temperature constant at 310 °C. Imposition of heat flux 
on the fuel rod surface and varying coolant flow led to cor-
responding exit temperatures of the continuum. The effect 
of pressure on the continuum exit temperatures and fuel rod 
surface average temperatures are presented in Figs 16, 17.

Supercritical fluid at pressures of 23 MPa and 25 MPa 
are associated with temperatures of 377.5 °C and 384.9 °C 
respectively as shown in Table 1. For the imposed condi-
tions of heat and mass flux of 300 kW/m2 and 400 kg/
m2s respectively in the present numerical study, the fluid 
exit temperatures realized (ie. 353.98 °C at 23 MPa and 
352.16 °C at 25 MPa). Bulk flow exit and rod surface av-
erage temperatures realized at 23 MPa as observed were 
higher than those obtained at 25 MPa, indicating that, un-
der the conditions specified (ie. 300 kW/m2 and 400 kg/
m2s), a much higher and desirable cooling of the fuel rod 
surface is attained at 25 MPa. This is because the coolant 
at 23 MPa and specified conditions as observed in Fig. 16 
is of higher heat content than at 25 MPa and hence unable 
to remove much more heat relative to the extent of heat 
removal observed in at 25 MPa in Fig. 17.
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The effect of pressure variation on the fuel rod surface 
average temperature and bulk flow temperature profiles 
along the flow direction are as presented in Figs 18, 19.

Fuel rod surface temperature and bulk flow temperature 
along the mean flow direction are higher at 23 MPa than 
at 25 MPa. A rise and fall in fuel rod surface average tem-
perature were noticed, some few distance away from the 
entry to the domain. Whiles a peak temperature of 58 °C at 
23 MPa was attained at a position of 0.21 m away from the 
entry to the domain, at 25 MPa, a relatively lower fuel rod 
peak temperature of 540 °C was observed 0.26 m away 
from the entry to the domain. The fluctuation in fuel rod 
surface average temperature was observed at 23 MPa be-
tween point 0.11 m at 400 °C and 0.26 m at 518 °C where-
as at 25 MPa, the fluctuation occurred between points 0.11 
m and 0.37 m at 381 °C and 407 °C respectively. A higher 
magnitude of temperature fluctuation was observed at 23 
MPa whiles the extent of temperature decay from the peak 
was much more pronounced at 25 MPa.

Effect of pressure on turbulent flow mixing

Higher turbulence kinetic energy was observed for the 
operation at 23 MPa, 300 kW/m2 and 400 kg/m2s than at 
25 MPa as shown in the plot of turbulent kinetic energy 
(TKE) along the flow direction in Fig. 20.

An abrupt rise in turbulence was observed between 
0.16 m and 0.37 m away from the entry to the flow domain 
followed by a steady rise in turbulence. Turbulent kinet-
ic energy at mass fluxes of 800 kg/m2s and 1200 kg/m2s 
for operating pressures of 23 MPa and 25 MPa showed a 
marked rise in intensity at virtually equal magnitude and 
trend as presented in Fig. 21. Variations in trends and mag-
nitude were observed at mass fluxes below 800 kg/m2s.

It is worth to note that supercritical condition was not 
established under the conditions plotted in Fig. 21 as justi-
fied in the bulk exit temperature values reported in Tables 
8, 9 which are all lower than the required corresponding 
flow exit temperature of 384.9 °C for supercritical fluid 
at a pressure of 25 MPa and 377.5 °C at a pressure of 23 
MPa reported in Table 1.

Turbulent kinetic energy for cases when supercritical 
conditions was established at varying heat flux and con-
stant mass flux of 228 kg/m2s is presented in Fig. 22 with 
the setting in of supercritical condition justified by the bulk 
exit temperature values presented in Tables 10, 11 under the 
operating pressures of 25 MPa and 23 MPa respectively.

As observed in Fig. 22, higher turbulent kinetic energy 
is realized at higher pressure and Table 11 shows that at a 
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lower pressure, supercritical condition only set in at a much 
higher heat flux than observed at 25 MPa. Fig. 23 presents 
contour plots of turbulent kinetic energy showing the pres-

ence of higher turbulence under supercritical conditions 
than compressed conditions of the fluid considered. The in-
crease at 25 MPa was observed at a ratio of 312 % for a bulk 
exit temperature range of 377 °C to 427 °C and 354% at 23 
MPa for a bulk exit temperature range of 354 °C to 391 °C.

Peak TKE values increase from 0.0021 J/kg (a) and 
0.0023 J/kg (c) in compressed fluid to 0.0094 J/kg (b) and 
0.0103 J/kg (d) in supercritical fluid representing 4.48 times 
increase in TKE when transitioning from compressed to 
supercritical fluid. From the figure, minimum TKE values 
remain comparable across all four cases (~5–9×10–9 J/kg), 
meaning the increase in TKE is entirely concentrated at 
the high-energy end, expanding the dynamic range from 
~105 in the compressed fluid to ~106 in the supercritical 
fluid. At 23 MPa, peak TKE is approximately 9.5% higher 
than that at 25 MPa within both thermodynamic states, 
confirming pressure as a weak secondary influence. The 
higher TKE at lower pressure (23 MPa) directly reflects 
proximity to the pseudo-critical temperature. At this pres-
sure, the Pseudocritical temperature is lower, meaning the 
fluid’s thermophysical property gradients are steeper at 
the simulated temperatures, generating stronger buoyancy 

Table 8. Wall surface averaged and bulk flow exit temperature data at varying mass fluxes and constant pressure of 25 MPa and 
heat flux of 300 kW/m2.

Tube Wall Surface 
Avg. Temp.(°C)

Rod Wall Surface 
Avg. Temp. (°C)

Bulk Flow Exit 
Temp. (°C) Heat Flux (kW/m2) Mass Flux (kg/m2s) Pressure (MPa)

339.67 564.51 376.71 300  228 25
325.38 474.57 352.16 300  400 25
317.11 362.91 333.07 300  800 25
314.69 347.48 325.74 300 1200 25

Table 9. Wall surface averaged and bulk flow exit temperature data at varying mass fluxes and constant pressure of 23 MPa and 
heat flux of 300 kW/m2.

Tube Wall Surface 
Avg. Temp.(°C)

Rod Wall Surface 
Avg. Temp. (°C)

Bulk Flow Exit 
Temp. (°C) Heat Flux (kW/m2) Mass Flux (kg/m2s) Pressure (MPa)

339.77 588.56 375.23 300  228 23
326.41 541.33 353.98 300  400 23
317.26 363.79 333.56 300  800 23
314.78 348.30 326.11 300 1200 23
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Table 10. Wall surface averaged and bulk flow exit temperature data at varying heat fluxes and pressure of 25 MPa and constant 
mass flux of 228 kg/m2s.

Tube Wall Surface 
Avg. Temp.(°C)

Rod Wall Surface 
Avg. Temp. (°C)

Bulk Flow Exit 
Temp. (°C) Heat Flux (kW/m2) Mass Flux (kg/m2s) Pressure (MPa)

339.67 564.51 376.71 300  228 25
344.84 644.13 385.76 363  228 25
350.59 752.76 396.28 450  228 25
357.61 973.55 426.57 600  228 25

Table 11. Wall surface averaged and bulk flow exit temperature data at varying heat fluxes and pressure of 23 MPa and constant 
mass flux of 228 kg/m2s.

Tube Wall Surface 
Avg. Temp.(°C)

Rod Wall Surface 
Avg. Temp. (°C)

Bulk Flow Exit 
Temp. (°C) Heat Flux (kW/m2) Mass Flux (kg/m2s) Pressure (MPa)

326.41 541.33 353.9858 300  228 23
330.13 618.86 357.124 363  228 23
334.87 738.26 373.5711 450  228 23
341.92 935.05 390.5044 600  228 23
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Figure 23. Contours of turbulent kinetic energy for compressed and supercritical fluid at 23 MPa and 25 MPa, heat fluxes of 300 
kW/m2 and 600 kW/m2 and constant mass flux of 228 kg/m2s.

production and baroclinic vorticity. High near-wall TKE 
in supercritical fluids as observed does not translate into 
high near-wall turbulent mixing due to the suppression of 
heat transport by turbulence resulting from thermal lam-
inarization in the near wall layer, thickening of the vis-
cous sub-layer which elevate molecular conduction a the 
wall creating a barrier that outer layer turbulence cannot 
overcome and elevated turbulent Prandtl number which 
decouples turbulent momentum transport from thermal 
transport. The observed increase in turbulence (TKE) sig-
nals altered flow structure and thermophysical coupling 
that can produce heat transfer deterioration, sharp near-
wall enthalpy absorption analogous to boiling, and spatial 
redistribution of thermal energy. The near wall thermo-
physical state, not bulk turbulence energy, is the true gov-
erning parameter of convective heat transfer performance 
in the supercritical regime.

Sharabi et al. (2008) in their prediction of three dimen-
sional turbulent heat transfer to CO2 at supercritical pres-
sure of 8 MPa, mass flux of 314 kg/m2s and heat flux of 
30 kW/m2, observed a reduced production of turbulence 
along the symmetry line BC shown in Fig. 24 and along 
axial nodes of a triangular channel, as a consequence of the 

effect of buoyancy in redistributing the flow by increasing 
the velocity close to the wall and decreasing it in the core. 
This led to low turbulent kinetic energy at low flow veloc-
ities with the maximum reduction in turbulence occurring 
where the wall temperature reaches their maximum value.

Figure 24. Grid adopted for triangular channel (Sharabi et al. 
2008).
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At the prevailing supercritical condition of CO2, in the 
investigation conducted by M. Sharabi et al., the magni-
tude of turbulent kinetic energy attained was in the order 
of 10-3 as presented in Fig. 25 which agrees with the pres-
ent findings. This is indicative of the occurrence of low 
turbulence or laminarization in the flow of supercritical 
fluids through bare rod bundles.

The intensity of turbulence observed in the present 
work at exit increased with increase in mass flux with 
relatively negligible effect of pressure at 300 kW/m2 and 
much higher effect when the heat flux is doubled. These 
observations are as presented in Figs 26, 27.

Heat transfer coefficient

Heat transfer from fuel rod to the coolant was analyzed 
using the numerical data obtained in the present work. 
The heat transfer coefficient (HTC) from rod to fluid were 
determined using equation 6 (Eq. 6). Fig. 28 shows the 
profiles of heat transfer coefficient for two distinct condi-
tions of the coolant, specifically, existing as compressed 
fluid (defined in Fig. 1) and occurring at 300kW/m2 and 
also as supercritical fluid (defined in Fig. 1) occurring at 
600 kW/m2 for two different pressures of 23 MPa and 25 
MPa respectively.

It could clearly be observed per the results of the pres-
ent analysis as presented in Fig. 28 that, the coolant ex-
isting as compressed fluid at pressures of 23 MPa and 
25 MPa with corresponding temperatures of 354 °C and 
377 °C respectively is more efficient is fuel rod heat re-
moval than that existing as supercritical fluid at pressures 
of 23 MPa and 25 MPa with corresponding temperatures 
of 391 °C and 427 °C respectively. Interestingly for each 
condition of the fluid, the heat transfer at the higher pres-
sure is higher (25 MPa) than that at the lower pressure (23 
MPa). This result was obtained at a constant mass flux of 
228 kg/m2s. It suffices to state that, the relatively high lev-
els of turbulence recorded in supercritical fluid as shown 
in Fig. 22 could not translate into high rod to fluid heat 
removal by the supercritical fluid as presented in Fig. 28.

As presented in Fig. 29, when mass flux was increased 
to 800 kg/m2s from 228 kg/m2s, at a fixed heat flux of 600 
kW/m2, the rod to fluid heat transfer coefficient for the 
compressed fluid (800 kg/m2s, 600 kW/m2 at 23 MPa and 
25 MPa) still exceeded that of the supercritical fluid (228 
kg/m2s, 600 kW/m2 at 23 MPa and 25 MPa) with higher 
heat transfer occurring at 25 MPa for the compressed flu-
id and almost the same levels of heat transfer at both 23 
MPa and 25 MPa for the supercritical fluid. The turbulent 
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Figure 26. Effect of pressure on exit flow turbulence at 300 kW/m2.
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Figure 27. Effect of pressure on exit flow turbulence at 600 kW/m2.
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Figure 25. Turbulent kinetic energy distribution on line BC at 
axial locations (Sharabi et al. 2008).
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kinetic energy profile for the cases presented in Fig. 29 is 
as shown in Fig. 30.

Clearly, relatively higher turbulent kinetic energy is 
present in the flow of the supercritical fluid (228 kg/m2s, 
600 kW/m2 at 23 MPa and 25 MPa) than that of the com-
pressed fluid (800 kg/m2s, 600 kW/m2 at 23 MPa and 25 
MPa) as presented in Fig. 30. However, the higher extent 
of turbulence observed in the supercritical fluid does not 
lead to more effective heat transfer as higher heat transfer 
coefficients were rather associated with the compressed 
fluid which exhibited relatively lower extent of turbulence.

Turbulent Kinetic Energy (TKE) and the corresponding 
Heat Transfer Coefficient (HTC) at exit of the domain for 
both pressures of 23 MPa and 25 MPa for the cases pre-
sented in Figs 22, 30 are be summarized in Tables 12, 13.

In Table 12, the highest turbulent kinetic energy (TKE) 
of 5.4×10-3 J/kg was obtained at 23 MPa in a supercritical 
fluid with a corresponding lowest heat transfer coefficient 
(HTC) of 1.0, whiles the lowest TKE of 2.3×10-3 J/kg 
occurred in a compressed fluid at 25 MPa with a corre-

sponding HTC of 3.9 which is relatively higher than that 
obtained in the supercritical fluid. It could also be noted 
that, whiles the highest TKE (5.4×10-3 J/kg) occurred un-
der supercritical fluid condition at 23 MPa, the highest 
HTC (11.4) occurred under compressed fluid condition at 
25 MPa. These observations were made under constant 
heat flux of 600 kW/m2 and varying heat flux and pres-
sure. Table 13 present the scenario for constant mass flux 
of 228 kg/m2s, varying heat flux and pressure.

In Table 13, the highest TKE of 2.9×10-3 J/kg occurred 
in supercritical fluid at 23 MPa with a corresponding low 
HTC of 1.1 whiles the lowest TKE of 1.3×10-3 J/kg oc-
curred under compressed fluid condition at 25 MPa with a 
corresponding HTC of 1.6, relatively higher than that ob-
served under the supercritical condition. Whiles the high-
est TKE (4.7×10-3 J/kg) occurred under supercritical fluid 
condition at 25 MPa, the highest HTC (1.61) occurred un-
der compressed fluid condition at 23 MPa. In both cases 
considered at constant mass flux of 228 kg/m2s and con-
stant heat flux of 600 kW/m2, the highest TKE predomi-
nantly occurred under supercritical fluid condition whiles 
the highest HTC are prevalent in compressed fluid condi-
tion indicating that the high extent of turbulence realized 
in supercritical fluids does not translate into effective heat 
removal from the rod to the coolant under supercritical 
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Figure 29. Comparison of rod to fluid heat transfer coefficient 
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Table 12. Turbulent kinetic energy at exit of domain for varying 
mass flux and constant heat flux of 600 kW/m2.

TKE (J/kg) Exit Values at Constant Heat Flux of 600 kW/m2

Mass Flux (kg/m2s) 23 MPa (×10-3 J/kg) 25 MPa (×10-3 J/kg)
228 *5.4 *4.7
400 *2.9 *2.7
800 3.1 2.3
1200 4.0 4.3
HTC (kW/m2 °C) Exit Values at Constant Heat Flux of 600 kW/m2

Mass Flux (kg/m2s) 23 MPa 25 MPa
228 *1.0 *1.1
400 *1.1 *1.2
800 2.5 3.9
1200 8.0 11.4

Note: * denotes supercritical fluid condition.

Table 13. Turbulent kinetic energy at exit of domain for varying 
heat flux and constant mass flux of 228 kg/m2s.

TKE Exit Values at Constant Mass Flux of 228 kg/m2s
Heat Flux (kW/m2) 23 MPa (×10-3 J/kg) 25 MPa (×10-3 J/kg)

300 1.5 1.3
363 1.5 *1.7
450 *2.1 *2.4
600 *2.9 *4.7
HTC Exit Values at Constant Mass Flux of 228 kg/m2s
Heat Flux (kW/m2) 23 MPa 25 MPa

300 1.61 1.60
363 1.4 *1.4
450 *1.2 *1.3
600 *1.1 *1.1

Note: * denotes supercritical fluid condition.
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condition. Largely, heat transfer deterioration from com-
pressed fluid to supercritical fluid is observed in the pres-
ent study. Several researchers, Yamagata et al. (1972); 
Koshizuka et al. (1995); Cheng et al. (2007); Zhang et al. 
(2010); Wen and Gu (2010) have conducted experimental 
and numerical studies on fluid flow and heat transfer of 
supercritical water flow in circular tube. Results of these 
investigations showed that the contributions of buoyancy 
and the thermal acceleration due to the sharp variations of 
thermophysical properties of the supercritical water near 
the pseudo-critical point might be the main reasons of the 
abnormal heat transfer phenomenon.

Near wall profile

Whiles the analysis based on bulk-averaged or wall-av-
eraged quantities as presented is entirely relevant, it is 
required to also discuss the local thermal-hydraulic be-
havior, which is particularly critical in supercritical water 
flows, where near-wall behaviors appreciably influence 
heat transfer. In rod bundle configurations, strong spatial 
non-uniformities are expected at near rod bundle walls. To 
significantly enhance the physical insight of the presenta-
tion, local near wall temperature and turbulent kinetic ener-
gy distributions obtained over probes positioned, 4 per each 
rod are presented in Figs 32–35. Fig. 31 shows the location 
of the probes, circumferentially on the rod wall surface.

To understand how well heat is being removed from 
each rod, temperature and turbulence intensity were mea-
sured at four points around the surface of each rod. The 
fluid enters at a lower temperature (~630 K) and heats 
up rapidly near the inlet, with wall temperatures peaking 
between 1149 K and 1170 K. Rod 3 recorded the highest 

value of 1170.6 K across the bundle. These sharp tem-
perature rises near the inlet are characteristic of supercrit-
ical flows, driven by the steep decline in heat capacity 
of the fluid near the pseudo-critical temperature. This be-
havior is widely reported in recent studies ie. Zhang et al. 
(2021); Gu et al. (2022).

The key finding is that not all surfaces of a rod cool 
equally. Probe positions facing the open gaps between 
rods benefit from stronger fluid mixing, which carries 
heat away more effectively; these locations show turbu-
lence levels of 1.5×10–4 to 2.4×10–4 m2/s2 and moderate 
outlet temperatures of 1035–1082 K. In contrast, probe 
positions facing the confining wall where fluid move-
ment is restricted show very low turbulence (1.3×10–6 to 
6.0×10–6 m2/s2) and persistently high surface temperatures 
of 1134–1154 K at the outlet. The direct relationship be-
tween reduced turbulence and diminished heat removal 
in wall-confined subchannels of rod bundles has been 
consistently demonstrated in recent numerical and exper-
imental investigations such as in Chen et al. 2023) and 
Wang et al. (2024).

The temperature difference around the circumference 
of each rod ranging from 18.7 K (Rod 1, most uniform) to 
27.1 K (Rod 3, least uniform) confirms that heat transfer 
is uneven around each rod. Rod 1 performs most consis-
tently, while Rods 3 and 4 show the greatest imbalance 
between their gap-facing and wall-facing sides. Accord-
ing to Shen et al. (2023), in supercritical water reactor de-
signs, such circumferential non-uniformity is recognized 
as a key indicator of localized thermal stress and potential 
heat transfer deterioration and the wall-confined surfaces 
identified warrant careful attention in safety and thermal 
design assessments.

Figure 31. Cross-sectional view of flow domain showing 4 Rods and 16 Line Probes.
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Figure 32. Near-wall temperature profile at heat flux of 600 kW/m2, mass flux of 400 kg/m2s and pressure of 25MPa along the length 
of Rod 1 and Rod 3.
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Figure 33. Near-wall temperature profile at heat flux of 600 kW/m2, mass flux of 400 kg/m2s and pressure of 25MPa along the length 
of Rod 2 and Rod 4.

 

 
 

 
 
 

 

 
 
 

 

 
 
 
 

550

750

950

1150

1350

0 0,2 0,4 0,6 0,8 1

N
e
a
r
-
W
a
l
l
 
T
e
m
p
e
r
a
t
u
r
e
,
 

K
 

Axial Length, m 

Localised Temperature (T) at 4 
circumferential nodal positions each on Rod 
2 and Rod 4 at 25MPa, 600kW/m2 and 400kg/m2s 

along the axial length 

T_2_3 T_2_4 T_4_5 T_4_8

T_4_9 T_4_10 T_2_12 T_2_13

Figure 34. Near-wall TKE profile at heat flux of 600 kW/m2, mass flux of 400 kg/m2s and pressure of 25MPa along the length of 
Rod 1 and Rod 3.
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Conclusions

Numerical simulations of upward supercritical and com-
pressed water flow over a heated 2×2 rod bundle were con-
ducted using the SST k-ω model with All y+ wall treatment, 
validated against the experimental data of H.Y. Gu et al. The 
SST k-ω model demonstrated superior near-wall prediction 
accuracy over the k-ε model, attributable to its blending func-
tion that activates k-ω closure in the near-wall region where 
adverse property gradients are most severe. In the bulk flow, 
both models produced comparable temperature predictions, 
confirming that turbulence model selection is most conse-
quential in the near-wall region under supercritical conditions.

The heat transfer coefficient responded systematically 
to changes in operating conditions. At constant heat flux 
(300 kW/m2), it increased with both mass flux and pres-
sure. At constant mass flux (228 kg/m2s), it decreased with 
increasing heat flux but increased with increasing pressure. 
These trends confirm that the heat-to-mass flux ratio is a 
significant governing parameter of heat transfer perfor-
mance; however, pressure exerts an independent influence 
beyond its role in modifying this ratio, as evidenced by the 
consistent enhancement of heat transfer coefficient with in-
creasing pressure across all conditions investigated. This 
independent pressure effect is attributable to the shift of the 
pseudo-critical temperature and the associated improve-
ment in bulk thermophysical properties at higher pressures.

A key finding of this study is that elevated turbulent 
kinetic energy under supercritical conditions does not 
translate into enhanced heat transfer performance. High-
er heat transfer coefficients were instead associated with 
the comparatively lower turbulence levels observed under 

compressed fluid conditions. This apparent decoupling 
of turbulence intensity and heat transfer performance is 
explained by the severe deterioration of thermophysical 
properties particularly the sharp reduction in thermal con-
ductivity, density, and specific heat in the vicinity of the 
pseudo-critical temperature under supercritical conditions. 
These property changes suppress the effectiveness of tur-
bulent transport, rendering thermophysical property vari-
ation the governing heat transfer mechanism rather than 
turbulence intensity. Under compressed conditions, the rel-
ative stability of these properties allows turbulent mixing 
to contribute more effectively to heat removal, resulting in 
higher heat transfer coefficients despite lower TKE levels.

Pressure was further found to influence the character of 
turbulence fluctuations. TKE variations were more abrupt 
in both magnitude and trend at 25 MPa than at 23 MPa 
with increasing mass flux, reflecting the heightened sen-
sitivity of turbulence structure to flow acceleration and 
property gradients in the supercritical regime. Overall, 
TKE behavior was governed by a complex interaction 
of pressure, heat flux, mass flux, and axial position, with 
no single parameter providing a universal descriptor of 
turbulence trends across the operating range investigated. 
This complexity underscores the necessity of local, condi-
tion-specific analysis in the thermal-hydraulic assessment 
of supercritical rod bundle systems.
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