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Abstract. The paper explores the role of green roof systems in advancing sustainable urban development and enhancing civil 
engineering practices in the face of growing climate-related and environmental challenges. The primary objective is to provide a 
comprehensive overview of green roofs as multifunctional, nature-based solutions that address key urban issues such as storm 
water management, urban heat island mitigation, air quality improvement, and biodiversity support. Drawing on recent research, 
and technical guidelines, the paper examines the structural engineering requirements, environmental performance metrics, 
regulatory frameworks, and urban planning strategies related to green roofs. It highlights both the benefits and limitations of 
current systems, including structural load constraints, maintenance challenges, and different local policies. The findings 
emphasize that successful implementation of green roofs depends on interdisciplinary collaboration, standardization of 
performance criteria, and supportive economic and regulatory instruments. Ultimately, the paper concludes that green roof 
systems represent a critical component of climate-resilient urban infrastructure and should be mainstreamed into civil engineering 
design, public policy, and sustainability agendas to meet the complex demands of future cities. 
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INTRODUCTION 

Rapid urbanization, increasing imperviousness of land (as a result of concreting and asphalting public spaces in 
cities) and the escalating effects of climate change pose serious challenges for modern cities. Among them are urban 
heat islands, overburdened drainage infrastructure, deteriorating air quality and loss of urban biodiversity [1], [2]. 
These pressures call for innovative and integrated solutions that enhance urban resilience while supporting 
sustainability goals. 

Green roof systems also known as vegetated roof systems (vegetated layers installed on rooftops) have emerged 
as multifunctional, nature-based solutions with the potential to mitigate many of these urban issues [3], [4]. By 
combining ecological function with engineered design, green roofs offer a unique opportunity to address thermal 
regulation, storm water management, biodiversity enhancement, and aesthetic improvement within densely built 
environments. 

From a civil engineering perspective, green roofs introduce additional structural considerations related to 
loading, waterproofing, and long-term performance under variable environmental conditions [5]. Architects and 
urban planners, on the other hand, value their spatial, ecological, and visual integration into the built landscape. 
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Thus, the design and implementation of green roofs require a multidisciplinary approach, balancing technical 
feasibility, environmental performance, economic viability, and policy support. 

This paper aims to explore green roof systems from a comprehensive perspective, focusing on their 
classification, structural engineering requirements, environmental performance, and integration into urban planning 
frameworks. Through a synthesis of recent research, engineering practice, and policy developments, the paper 
highlights the strategic role of green roofs in enhancing the resilience of cities to climate and environmental 
pressures.  

To complement the theoretical information presented in this paper, selected visual examples of green roof 
structures are also presented in Figure 1, illustrating their practical application, design diversity, and contribution to 
sustainable urban development. 

 

  
(a) Budapest (b) Sydney 

  
(c) Singapore (d) Porto 

FIGURE 1. Examples of modern green roof solutions on public buildings in various cities around the world. 
 

TYPOLOGIES OF GREEN ROOF SYSTEMS 

Green roof systems can be broadly classified into three typological categories: extensive, semi-intensive, and 
intensive. Each typology is defined by a distinct set of physical characteristics, functional objectives, vegetation 
types, and structural requirements. Extensive green roofs are lightweight, low-maintenance systems designed 
primarily for environmental benefits such as storm water attenuation, thermal regulation, and urban biodiversity 
enhancement. These systems typically have a growing medium depth of 5–15 cm, support drought-resistant plant 
species such as sedum, mosses, and grasses, and impose relatively low additional structural loads (typically 60–150 
kg/m² when saturated). In contrast, intensive green roofs are high-load systems that function more like elevated 
landscapes or gardens, accommodating a broad range of vegetation including shrubs, perennials, and even small 
trees. With substrate depths exceeding 25 cm and saturated loads over 300 kg/m², intensive systems require 
significant structural reinforcement, irrigation systems, and ongoing maintenance. Semi-intensive roofs serve as an 
intermediate solution, combining the aesthetic and ecological benefits of intensive systems with the lightweight 
nature of extensive designs. These roofs usually incorporate substrate layers of 15-25 cm and can support more 
diverse planting schemes, making them particularly attractive for applications where visual quality and biodiversity 
are both priorities. 
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From a technological perspective, green roofs are multi-layer systems consisting of specialized layers that work 
together to ensure adequate plant growth, proper water management, resistance to root penetration and structural 
safety. The typical layer structure of a green roof includes [6]: 
• a vegetation layer tailored to local climate and aesthetic or ecological functions;  
• a growing medium engineered for optimal water retention, aeration, and load-bearing performance;  
• a filter fabric that prevents fine particles from clogging lower layers;  
• a drainage layer made of lightweight plastic modules, gravel, or mineral wool, which channels excess water and 

promotes root aeration;  
• a root barrier layer that prevents root penetration into the roof structure; 
• a waterproofing membrane that safeguards the structural deck from moisture intrusion;  
• roof structural layer. 

Some systems integrate additional layers such as insulation boards (above or below the membrane), water 
retention mats, or sensor networks for real-time monitoring of moisture content and plant health. 

From a civil engineering perspective, the design and specification of green roof components must account for 
structural loading, long-term durability, wind uplift resistance, fire protection, and compatibility with the overall 
roof structure. The load imposed by green roofs includes not only the saturated weight of the system but also 
dynamic loads due to maintenance activities, snow accumulation, and potential ponding. Advanced structural 
analysis and the application of load factors consistent with local building codes are essential for ensuring safety and 
serviceability. Furthermore, green roof systems must be designed to prevent hydrostatic pressure build-up, ensure 
reliable drainage, and accommodate thermal movement and settlement. 

Material selection and system design must also consider the hydrological performance of the green roof, 
including its ability to delay and reduce peak storm water runoff. Technological advancements have enabled the 
development of modular green roof trays, pre-vegetated mats, and smart irrigation systems that enhance water use 
efficiency and simplify installation. The integration of green roofs with other green infrastructure elements (such as 
blue roofs, solar PV arrays, and urban farming systems) is becoming increasingly prevalent in climate-adaptive 
urban planning. 

The typological and technological diversity of green roofs allows for customized applications across various 
building types and climatic zones. However, successful implementation depends on multi-faceted approach that 
balances structural feasibility, environmental performance, aesthetic quality, and lifecycle costs. An interdisciplinary 
design process involving civil engineers, landscape architects, ecologists, and building physicists is essential to 
optimize green roof systems for both building-level and urban-scale sustainability goals. 

STRUCTURAL DESIGN AND ENGINEERING CONSIDERATIONS 

The integration of green roof systems into buildings presents a range of structural and engineering challenges 
that must be addressed to ensure performance, safety, and regulatory compliance. While these systems offer well-
documented environmental and aesthetic benefits, their successful implementation requires thorough consideration 
of load-bearing capacity, long-term material behaviour, waterproofing durability, and service access. A key 
engineering task is the accurate analysis of both dead loads (such as substrate, vegetation, and retained water) and 
live loads, including snow accumulation and maintenance personnel, with saturated system weights typically 
ranging from 60–150 kg/m² for extensive roofs, 150–300 kg/m² for semi-intensive roofs, and exceeding 300 kg/m² 
(sometimes reaching up to 1000 kg/m²) for intensive green roofs [5], [7]. These loads necessitate the use of partial 
safety factors as prescribed by Eurocode EN 1991-1-1 [8] and other national codes [9]. In new construction, green 
roof loading is accounted for during the design phase, whereas retrofitting existing structures often demands 
verification of residual load-bearing capacity or even strengthening of structural elements. Structural reliability also 
depends on the integrity of waterproofing membranes, which must resist mechanical damage, root penetration, and 
thermal stress. Current best practice includes the application of polymer-modified bitumen or PVC membranes with 
root-resistant properties, protective geotextiles, and redundant sealing around roof penetrations. Structural detailing 
must allow for thermal expansion and differential settlement while ensuring effective drainage through minimum 
slopes of ≥2%, overflow outlets, and access for inspection, in line with EN 12056-3 [10]. Additionally, in high-rise 
or wind-exposed sites, uplift resistance systems are critical. Given the constant exposure to moisture and freeze–
thaw cycles, all structural materials must demonstrate high durability, with concrete elements utilizing low water–
cement ratios and sulphate-resistant admixtures, steel components protected with anti-corrosion coatings, and access 
paths designed to prevent localized overloading. Fire protection is also essential, especially in intensive systems, 
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where national fire codes may require the use of fire-retardant substrates and low-flammability plant species [11]. 
Overall, the engineering design of green roofs involves a multidisciplinary balance of mechanical resilience, 
environmental function, and compliance with technical standards. 

ENVIRONMENTAL BENEFITS AND URBAN RESILIENCE 

Green roof systems represent an increasingly vital component of sustainable urban infrastructure, offering 
multifunctional benefits that transcend their architectural and aesthetic value. As nature-based solutions, green roofs 
deliver a wide array of ecosystem services that directly support urban resilience, public health, and climate 
adaptation. Among their most widely recognized functions is microclimatic regulation, particularly through the 
mitigation of the urban heat island (UHI) effect. Conventional roofing materials (such as bitumen or dark-coloured 
membranes) exhibit low albedo and high heat absorption, often reaching surface temperatures above 60°C during 
summer. In contrast, vegetated roofs remain considerably cooler due to the combined effects of evapotranspiration, 
shading, and higher reflectivity. These mechanisms collectively lower rooftop surface temperatures by 30-40°C and 
reduce the temperature of surrounding ambient air, contributing to thermal comfort both indoors and in the 
immediate urban environment. Empirical studies further demonstrate that the implementation of green roofs can 
reduce peak cooling loads in buildings by 20-25%, thus lowering energy demand and associated greenhouse gas 
emissions. On a metropolitan scale, widespread adoption can produce measurable reductions in peak summer 
temperatures, which is particularly beneficial in high-density, low-vegetation districts. 

In addition to thermal regulation, green roofs play a fundamental role in storm water management by acting as 
decentralized retention systems. Their layered composition (including growing media, vegetation, and drainage 
mats) absorbs and delays precipitation, thereby reducing the volume and rate of surface runoff. Depending on design 
typology, substrate depth, vegetation type, and climatic conditions, green roofs can retain between 40% and 90% of 
annual rainfall. Extensive systems typically retain 40-70%, while intensive systems with deeper soil profiles may 
exceed 80% under favourable conditions. This retention capacity alleviates pressure on urban sewer systems during 
storm events, decreases the frequency and severity of combined sewer overflows, and mitigates urban flood risks. 
Moreover, the substrate layer acts as a filtration medium, improving water quality by removing suspended solids, 
nutrients, heavy metals, and hydrocarbons from runoff before it reaches receiving bodies. 

Air quality enhancement is another critical ecological function provided by green roofs. Through their diverse 
vegetation green roofs capture airborne particulates (PM10	and PM2.5), absorb gaseous pollutants (including nitrogen 
dioxide, sulphur dioxide, and ozone), and moderate atmospheric CO2 levels. Although the localized effect of green 
roofs on urban-scale air pollution is moderate compared to ground-level vegetation, they offer an important 
complementary function, particularly in areas with high building density and limited space for traditional greening. 
Simultaneously, green roofs contribute to carbon sequestration, with aboveground biomass and root systems storing 
carbon in both living and decomposing organic matter. While per-unit-area sequestration potential is relatively 
modest, cumulative citywide implementation can generate meaningful contributions to municipal carbon offset 
strategies. 

Biodiversity support is another increasingly important objective of green roof design. By replicating natural 
habitats – especially through the use of native species and varied substrate depths – green roofs can sustain a diverse 
array of invertebrates, pollinators, and avifauna. Studies have shown that well-designed biodiverse roofs can serve 
as refuges for species of conservation concern, particularly in heavily urbanized environments where natural habitats 
are fragmented or absent. When implemented as part of a broader urban green infrastructure network, green roofs 
enhance ecological connectivity by functioning as habitat corridors, facilitating species movement and genetic 
exchange across fragmented landscapes. 

Finally, green roofs enhance the adaptive capacity of cities to climate-related stresses. Their multifunctionality 
makes them highly valuable as passive mitigation and adaptation tools, reducing vulnerability to heatwaves, extreme 
precipitation, and even drought. Beyond physical resilience, green roofs also contribute to social resilience: they 
improve visual aesthetics, provide spaces for recreation and urban agriculture (especially intensive systems), and 
offer psychological benefits such as stress reduction and enhanced well-being. They also mitigate noise pollution 
through substrate and vegetation layers, adding an acoustic buffer to the built environment. In sum, green roofs 
exemplify the potential of engineered ecosystems to deliver combined environmental, economic, and social gains, 
transforming urban rooftops from inert surfaces into active elements of sustainability and resilience. 

Figure 2 shows schematically all those features of green roofs described above that affect the resilience of the 
urban environment in modern cities. 
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FIGURE 2. Schematic of the ecosystem services of green roofs. 

POLICY, REGULATION AND INTEGRATION IN URBAN PLANNING 

The large-scale adoption and effectiveness of green roof systems are contingent not only upon advances in 
construction technologies and ecological design but also upon a supportive and coherent policy, regulatory, and 
urban planning framework. Municipalities that have achieved notable success in mainstreaming vegetated roofs 
typically employ a combination of mandatory requirements, economic incentives, and their integration within 
broader sustainability and resilience agendas. Legal and regulatory instruments form the backbone of this 
integration. In Europe, Germany has long established a leadership position through its FLL Guidelines [5], which 
serve as a comprehensive technical standard for the planning, installation, and maintenance of green roofs. 
Numerous German cities, such as Berlin and Stuttgart, require green roofs on new flat-roof buildings above defined 
surface area thresholds. Similar trends are evident globally; for example, the City of Toronto was the first in North 
America to introduce a Green Roof Bylaw [12] in 2009, requiring green roofs on new commercial, institutional, and 
large residential buildings in accordance with gross floor area. These regulatory efforts are complemented by 
guidelines such as the Toronto Green Standard [13], which links green infrastructure to storm water retention and 
building energy performance. At the national level, building codes increasingly support such interventions, which 
can be seen for example in the U.S. International Green Construction Code (IgCC) [14], which promote vegetated 
roofing as part of a complex approach to low-impact development. 

Complementing regulation, economic instruments play a crucial role in offsetting the higher initial investment 
associated with green roof construction. Municipalities offer a range of financial mechanisms, including direct 
subsidies and grants, storm water fee abatements based on impervious surface reduction (as in Washington D.C. and 
Philadelphia), and tax incentives such as New York City’s Green Roof Tax Abatement [15], which offers fiscal 
relief to building owners who install compliant green roofing systems. These incentives are increasingly justified on 
the basis of public co-benefits, such as improved air and water quality, reduced energy demand, extended roof 
lifespan, and enhanced urban resilience, which exceed the private benefits accruing solely to the property owner. 

From a strategic planning perspective, green roofs are increasingly embedded in urban greening, biodiversity, 
and climate mitigation policies as part of a multifunctional urban green infrastructure framework. They support 
objectives outlined in international agendas such as the European Green Deal and the United Nations Sustainable 
Development Goals, notably SDG 11, which calls for inclusive, safe, resilient, and sustainable cities. In local 
planning contexts, green roofs are often employed as compensation tools in land use negotiations, helping to offset 
the environmental impacts of high-density or sealed-surface developments. They are also crucial in land-constrained 
cities where horizontal green space is limited, enabling urban greening goals to be achieved without altering the land 
use footprint. In more advanced governance contexts, green roofs are incorporated into spatial planning models 
through GIS-based ecological tools, and policies like the Landscape Replacement Policy mandate minimum green 
plot ratios that can be partially or fully fulfilled through rooftop vegetation. 
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Despite this progress, several challenges persist in the governance and implementation of green roof policies. 
Institutional fragmentation (where planning, environmental, and construction oversight are siloed across 
departments) can lead to inefficiencies and diluted accountability. Voluntary programs often suffer from weak 
enforcement and lack clearly defined compliance pathways. Furthermore, in many countries, the absence of 
national-level standards or guidelines results in inconsistent technical quality, while a general lack of knowledge 
among developers, policymakers, and facility managers hampers both adoption and long-term performance 
monitoring. These gaps highlight the need for coordinated, multisectoral governance strategies that integrate green 
roofs into broader urban sustainability indicators, coupled with targeted capacity-building programs, incentives for 
maintenance, and data-driven performance evaluation tools. Only through such systemic alignment can green roofs 
transition from niche architectural interventions to standard infrastructure solutions that contribute meaningfully to 
urban sustainability and climate resilience. 

CHALLENGES, LIMITATIONS AND FUTURE DIRECTIONS 

Despite the growing recognition of their multifunctional benefits, the widespread implementation of green roof 
systems continues to face significant barriers across technical, economic, regulatory, and socio-environmental 
dimensions. A comprehensive understanding of these challenges is necessary to refine design practices, inform 
policymaking, and guide future innovations. This chapter provides a critical overview of current limitations and 
outlines strategic directions for enhancing the feasibility and effectiveness of green roofs as components of climate-
resilient urban infrastructure. 

Technical and Structural Challenges 

Structural capacity remains one of the most fundamental constraints, particularly in the context of retrofitting 
existing buildings. Intensive green roofs, which can exceed loads of 300 kg/m², often necessitate costly structural 
reinforcement and detailed engineering assessments. Even extensive systems, typically lighter and more adaptable, 
require precise detailing to avoid compromising building envelope integrity, particularly with respect to 
waterproofing membranes, root barriers, and thermal insulation continuity. 

Another technical limitation lies in the long-term degradation of system components. Over time, growing media 
may compact or lose porosity, reducing water retention capacity and plant health, while drainage layers may clog, 
diminishing overall system performance. Maintenance is further complicated in cases involving steep roof slopes, 
inaccessible surfaces, or constrained service access – factors that undermine the operational reliability of green 
infrastructure. 

Emerging solutions, such as lightweight engineered substrates, modular pre-vegetated panels, and smart 
monitoring systems (e.g., real-time soil moisture sensing, drone-based inspections), offer promising avenues to 
enhance durability, and performance tracking. 

Economic and Financial Barriers 

Green roofs generally entail higher upfront capital costs compared to conventional roofing systems. Although 
life cycle cost analyses often demonstrate long-term savings through reduced energy consumption, lower roof 
membrane degradation, and storm water fee abatements, these deferred benefits may not sufficiently incentivize 
developers focused on short-term returns. 

A central challenge is the difficulty of quantifying and monetizing the ecosystem services that green roofs 
deliver, such as urban heat mitigation, air purification, and biodiversity support. These co-benefits accrue primarily 
at the public level, while installation and maintenance costs fall on private stakeholders. This misalignment 
continues to hamper voluntary adoption, especially in markets without robust subsidy frameworks or environmental 
performance requirements. 

Innovative financial instruments (such as green bonds, environmental impact-linked loans, and public-private 
partnership models) are increasingly explored to address these investment gaps, particularly in cities pursuing 
integrated climate and infrastructure financing strategies. 
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Regulatory and Institutional Constraints 

Policy frameworks supporting green roofs remain unevenly developed and are often fragmented across urban 
governance sectors. Responsibilities are typically divided among municipal departments overseeing construction 
permits, environmental protection, and storm water management – resulting in inconsistent implementation, weak 
enforcement, and limited coordination with broader resilience strategies. 

In many cases, the absence of national-level technical standards creates uncertainty around performance 
expectations, liability sharing, and maintenance obligations. This regulatory ambiguity undermines stakeholder 
confidence and inhibits inclusion of green roofs in standardized procurement processes and public tenders. 

Institutional capacity-building (through professional training, integration into higher education curricula, and 
knowledge-sharing platforms) is critical to overcoming these barriers and embedding green infrastructure into 
routine planning and design practices. 

Climatic and Contextual Limitations 

Green roof performance is inherently context-sensitive, influenced by climatic conditions, rainfall regimes, local 
biodiversity, and urban morphology. In arid and semi-arid climates, water scarcity poses a significant limitation, as 
irrigation may be required to maintain vegetation, potentially offsetting environmental benefits. In colder climates, 
snow loads, freeze-thaw cycles, and limited winter sunlight can adversely affect plant survival and structural 
integrity. 

In rapidly urbanizing cities, green roofs may struggle to gain policy traction amid competing priorities such as 
housing shortages, sanitation, and energy access. Land values and informality further constrain the economic 
viability of green infrastructure. 

Ongoing research addresses these contextual limitations through the development of climate-adaptive planting 
schemes, low-input system designs, and hybrid typologies, such as biosolar roofs that combine photovoltaic panels 
with vegetated surfaces to maximize land use efficiency and performance across diverse environmental conditions. 

Future Research and Innovation Pathways 

To unlock the full potential of green roof systems and address existing challenges, future efforts should focus on 
several strategic fronts. First, there is a need for standardized, internationally recognized performance indicators 
encompassing hydrological performance, thermal regulation, biodiversity support, and lifecycle impacts. 
Longitudinal monitoring studies are essential to assess the durability and real-world effectiveness of green roofs 
over multi-decadal timescales. 

Second, digitalization and automation represent key innovation pathways. Integration of Internet of Things (IoT) 
devices, automated irrigation systems, and AI-based analytics can enhance maintenance efficiency, predict system 
failures, and optimize ecological performance in real time. 

Third, the institutionalization of green roofs requires cross-sectoral governance models that align planning, 
housing, environmental protection, and infrastructure development. Coordinated governance can facilitate the 
inclusion of vegetated roofs in policy instruments such as resilience frameworks, climate action plans, and 
sustainable procurement programs. 

Finally, increased community engagement (through educational initiatives, participatory design processes, and 
multifunctional uses such as urban agriculture and rooftop learning spaces) can foster public acceptance and embed 
green infrastructure into the socio-cultural landscape of cities. Such inclusive approaches will be critical to ensuring 
the long-term success and transformative potential of green roofs in the urban transition toward sustainability and 
resilience. 

CONCLUSION AND RECOMMENDATIONS 

Green roof systems represent a compelling cooperation between civil engineering innovation and sustainable 
urban development. As cities across the globe grapple with the compounding challenges of climate change, urban 
heat islands, storm water management, and biodiversity loss, green roofs emerge as a multifunctional solution that 
enhances environmental, economic, and social resilience. This paper has highlighted their multidimensional 
benefits, including their ability to mitigate storm water runoff through interception, evapotranspiration, and substrate 
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retention; improve thermal performance of buildings by reducing energy demands; support urban biodiversity by 
providing habitats in densely built environments; and function as integral components of urban ecological 
infrastructure aligned with climate adaptation strategies. However, the broader deployment of green roofs is 
hindered by structural and technical constraints, particularly in retrofitting older buildings, high initial costs, 
fragmented policy frameworks, and persistent knowledge gaps regarding maintenance and long-term performance. 
Overcoming these barriers requires interdisciplinary collaboration among engineers, architects, planners, ecologists, 
economists, and policymakers. Key recommendations include the development of standardized design and 
performance criteria, increased investment in research on climate-adaptive systems and biosolar technologies, 
integration of green roofs into building codes and sustainability certifications, expansion of financial incentives 
through public-private mechanisms, and enhanced public engagement through education and community-based 
projects. Ultimately, as urban populations expand and climate-related pressures intensify, green roofs must be 
recognized not as optional amenities but as essential components of resilient urban infrastructure. Their successful 
integration into cityscapes will depend on a systems-thinking approach that harmonizes technical feasibility with 
ecological function and societal needs, ensuring their continued relevance and impact in shaping sustainable cities of 
the future. 

ACKNOWLEDGMENTS 

This paper is part of the implementation of project number 2022-1-PL01-KA220-HED-000086828 GREEN 
ROOFS Technician Training Programme. 

Funded by the European Union. Views and opinions expressed are however those of the author(s) only and do 
not necessarily reflect those of the European Union or the European Education and Culture Executive Agency 
(EACEA). Neither the European Union nor EACEA can be held responsible for them. 

REFERENCES 

1.  “Urban green spaces and health”, WHO Regional Office for Europe, Copenhagen, 2016. 
2. E. Oberndorfer, et al., “Green Roofs as Urban Ecosystems: Ecological Structures, Functions, and Services”, 

BioScience, 57(10), 823–833 (2007). 
3. U. Berardi, A. GhaffarianHoseini and A. GhaffarianHoseini, “State-of-the-art analysis of the environmental 

benefits of green roofs”, Applied Energy, Volume 115, 411-428 (2014). 
4. J. Mentens, D. Raes and M. Hermy, “Green roofs as a tool for solving the rainwater runoff problem in the 

urbanized 21st century?”, Landscape and Urban Planning, Volume 77, Issue 3, 217-226 (2006). 
5. “Dachbegrünungsrichtlinien – Richtlinien für die Planung, Bau und Instandhaltungen von Dachbegrünungen”, 

(eng. “Green Roof Guidelines – Guidelines for the planning, construction and maintenance of green roofs”). 
Forschungsgesellschaft Landschaftsentwicklung Landschaftsbau e.V. (FLL), 2018. 

6. S. Dawczyński, “Aspekt trwałości w inżynierii zielonych dachów”, (eng. “Aspect of durability in green roof 
engineering”) Przegląd Budowlany, Volume 95, No. 7, 158-161 (2024). 

7. “Green Roofs Technical Guide. Technical guide for design, construction and maintenance of green roofs” 
Edited by P. Palha. ANCV - Associação Nacional de Coberturas Verdes, 1st Edition, Porto, 2024. 

8. EN 1991-1-1: Actions on structures - Part 1-1: General actions - Densities, self-weight, imposed loads for 
buildings. 

9. ASTM E2397/E2397M-19 Standard Practice for Determination of Dead Loads and Live Loads Associated 
with Vegetative (Green) Roof Systems. 

10. EN 12056-3:2001 Gravity drainage systems inside buildings - Part 3: Roof drainage, layout and calculation. 
11. “Fire performance of green roofs and walls”, Department for Communities and Local Government, London, 

2013. 
12. “Toronto Green Roof Bylaw”, https://www.toronto.ca/city-government/planning-development/official-plan-

guidelines/green-roofs/green-roof-bylaw/ 
13. “Toronto Green Standard”, https://www.toronto.ca/city-government/planning-development/official-plan-

guidelines/toronto-green-standard/toronto-green-standard-overview/ 
14. International Code Council, “International Green Construction Code (IgCC)”, 2024. 
15. “New York City’s Green Roof Tax Abatement”, https://www.nyc.gov/site/finance/property/landlords-green-

roof.page# 


